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08 = 8×15 mm

 

c /
1= RS422 5V DC
4= 10-30V DC
5= 10-30V DC

d
A = 2m 
N = M12,8  

e
4,9,10,,15...100,125,128...180,200,
235,250...300,314,360,400,500,600,
625,635,720,900, 1000, 1024, 1080,
1200,1250,1800,2000,2048, 2500

GSI50     /RS422

-40

UNI EN AW-6082, 
UNI EN AW-6082, 

ABEC 5
, , UNI EN 4305

GaAl 

100 g, 6 ms 
10 g, 5-2000 Hz 
IP65
-20°C~+85°C (-4°F~+185 °F)
-30°C~+85°C (-22°F~+185 °F)
(  98% )
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GSI50   /RS422

+20

Ø 8*15 mm
:  70 N
:  120 N

12000 rpm
0.3 Ncm ( )

1 x 10   
20% 

12

0.16 kg (5.64 oz)

4,9,10,,15...100,125,128...180,200,235,250...300,
314,360,400,500,600,625,635,720,900, 1000, 
1024, 1080,1200,1250,1800,2000,2048, 2500

EMC

100 kHz
RS422 / 
5 V ±5%, 10~30 V
70 mA ( )
40 mA

EN 61000-4-2
EN 61000-4-4

100000
M12/M23)

8 2 
1 

7 

6 5 

4 
3 

8  M 12 

Ub GND A A B B Z Z Shield

 
M12  8  ( ) 2 1 3 6 4 7 5 8

M12 TFSC08M

M12 

Ø 25mm 8mm KA-3025-0808
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