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�  13 bit 14 bit   

a
LG = 
LB = 

c
06 = 6  mm
08 = 8 mm
09 = 9.52 mm
10 = 10 mm
12 = 12 mm

b
C = 
S = 

d
1 = 10-30 V DC
2 = NPN 10-30 V DC

h
 N = 

e
 L = 2 m
 A = 2 m
 T = M23,17-pin

 J = 1 m  + MiL32
 S = M23,17-pin

f
00 = 
12 = 4096 
14 = 16384 

g

10 = 1024 cpr
EA = 720 cpr
E9 = 360 cpr

12 = 4096 cpr
13 = 8192 cpr

GSA58/GHA58-L    

58 mm

/ Push-Pull/NPN

IP- 25° + 85°
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GHA58

a
LG = 
LB = 

c
06 = 6  mm
08 = 8 mm
09 = 9.52 mm
10 = 10 mm
12 = 12 mm
14 = 14 mm
15 = 15 mm

b
H = 
P = 
D = 

h
 N = 

g

10 = 1024 cpr
EA = 720 cpr
E9 = 360 cpr

12 = 4096 cpr
13 = 8192 cpr

d
1 = 10-30 V DC
2 = NPN 10-30 V DC

e
 L = 2 m
 A = 2 m
 T = M23,17-pin

 J = 1 m  + MiL32
 S = M23,17-pin

f
00 = 
12 = 4096 
14 = 16384 
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GSA58/GHA58-L     

+20

Ø 6, 8, 9.52,10,12 mm

:  40 N

: 
Ø 6, 8, 9.52,10,11,12,14,15 mm *: 

:  80 N
12000 rpm,  9000 rpm 
0.15 Ncm ( )

400 x 10   
20 N 10   

6

9

300g( 10.6 Oz)
M23 MiL32  2 m  

: 360, 720, 1024,  4096, 8192

EMC

± 0,02°
 / NPN

 30 kHz
10~30 VDC
1.7 W

/
EN 61000-4-2
EN 61000-4-4

100000

UNI EN AW-6082, 
UNI EN AW-6082, 

ABEC 5
, , UNI EN 4305

GaAl 

100 g, 6 ms 
10 g, 5-2000 Hz 
IP67, IP65 
-25°C +85°C (-13°F +185°F)
-40°C +100°C (-40°F +212°F)
(  98% )

: 4096, 16384

MiL32  
M23 

Ø 25mm 6mm KA-3025-0606

KB-5025-1010Ø 25mm 10mm

TFSF17
TFSM32

Ub GND bit1 bit2 bit3 bit4 bit5 bit6 bit7 bit8 bit9 bit10 bit11 bit12 bit13 ST DIR Shield

/ / / / / / /

M23，17   1 216 17 3 4 5 6 7 8 9 10 11 12 13 14 15

Ub GND bit1 bit2 bit3 bit4 bit5 bit6 bit7 bit8 bit9 bit10 bit11 bit12 bit13 bit14 bit15 bit16

/ / / / / / / /

MiL，32   

MiL，32   

A Bh i C D E F G H J K L M N P R S

bit26 bit27

/ / /

c e

bit19 bit20bit17 bit18

VT U

bit21

W X Y Z ba

bit22 bit23 bit24

/ // / / / / /

bit25 SET DIR Shield

d g

/ /

  
bit 1 = LSB ; bit 2 =LSB+1;  ...  bit 27 = MSB

SET: SET >100 ms
DIR:  GND CW; CCW
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